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PRODUCT DESCRIPTION
ALKATREAT 22 is an alkaline based product which is used as an alkalinity builder for steam boiler feed water. This then enhances 
corrosion protection and scale inhibition in the feed and boiler waters.

Units BCI Specifications Test Methods

1.3

>13.0

Clear liquid      Appearance

Specific gravity

PH as supplied

TREATMENT AND DOSAGE REQUIREMENTS
ALKATREAT 22 is applied so as to maintain the boiler water alkalinity within limits which will be establishedby SWTC to suit the 
operating conditions. Water characteristics will determine the dosage rate.

ALKATREAT 22 may be injected using a dosage pump, dosage pot or direct to feed tank as appropriate to the particular plant.

PRODUCT BENEFITS
Reduces acid corrosion.

Stabilizes protective films.

Simple monitoring procedures.

Provides alkalinity control.

Enhances scale control.

DISCLAIMER 
Any sale by BCI, its subsidiaries and affiliates ( each a “seller” ), is made exclusively under seller’s standard conditions of sale ( available upon request ) unless agreed. 
Otherwise in writing and signed on behalf of the seller. While the information contained herein is given in good faith, SELLER MAKES NO WARRANTY, EXPRESS OR IMPLIED. 
Each customer must determine the suitability of seller concerning a possible use of any product, service or design is intended, or should be construed to grant any license 
under any patent or other intellectual property right. 
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